>>>

technical data

Arno Brik 5 7 10 12 15 18 22
Briquette diameter mm 50 70 105 125 140 180 210
[in] 2] 3] [4] (3] [6] [7] 9]
Briquette diameter max. mm 70 90 120 135 150 195 250
[in] [2.8] [3.5] [4.7] [5.3] [5.9] [7.7] [9.3]
Power Main cylinder kN 760 1,400 2,900 4,000 5200 8,500 12,500
Briquette density steel, cast iron kg/dm?® <55 <5.5 <5.5 <55 <55 <55 <55
Briquette density aluminium kg/dm? <24 <24 <24 <24 <24 <24 <24
Briquette density brass, copper kg/dm? <70 <70 <70 <70 <70 <7.0 <70
Capacity* steel, cast iron t/h <03 <0.5 <15 <25 <45 <75 <12.0
Capacity* aluminium t/h <015 <025 <06 <11 <22 <35 <50
Capacity* brass, copper t/h <04 <0.6 <20 <30 <6.0 <8.0 <14.0
Cycle time standard performance s 10 10 10 10 10 10 10
Driving power standard kKW 15 22 60 90 120 180 240
Driving power increased kKW E 30 . . . - B
Footprint mxm 3.0x20 35x1.8 43x36 45x50 50x80 6.5x85 7.0x9.0
[ft] [10x7] [12x6]  [14x12] [15x16] [16x26] [21x28] [23x30]

*depends on material



