>>>

technical data

Standard bale size
Optional bale size

Power main cylinder
Bale density steel

Bale density aluminium
Bale density copper
Capacity* steel
Capacity* aluminium
Capacity* copper
Cycle time

Driving power standard
Driving power increased
Footprint

*depends on material

Arno Press D
mm
[in]
mm
[in]

kN
kg/dm®
kg/dm?
kg/dm?®
t/h

t/h

t/h

S

kW

kW
mxm
[ft]

80-2
400x300
[16x12]

800
<2.0
<10
<3.0
<2.0
<0.8
<25
45

22
4.0x1.6
[13x 5]

100-2
600x200
[24x8]
600x400
[24x16]
1,000
<25
<1.0
<3.0
<40
<1.2
<45

45

22
5.0x1.6
[16 x 5]

100-3
300x300
[12x12]
400x400
[16x16]
1,000
<3.0
<12
<35
<5.0
<24
<6.0

50

30

37
6.2x3.8
[20 x 13]

150-3
400x400
[16 x 16]
600x400
[24x16]
1,500
<3.0
<12
<35
<10.0
<40
<120
50

90

110
7.0x5.0
[23 x 16]

300-3
600x400
[24x16]
400x400
[16x16]
3,000
<3.0
<12
<35
<30.0
<11.0
<35.0
55

120

150
7.0x8.0
[23 x 26]



